Arm length as specified on the plans

50 Slipfitter

(2)
73 0.0. tenon
(2.875)

gle
Pole

TENON TOP FOR VERTICAL
MOUNTED LUMINAIRES

370
(14.5)

122 m
(40")
[

-

300 (12) min.

75x125 (3x5) Handhole
with frame and cover

NOTE

Truss type arm required
on 3.6 m (12') mast arms.

100x200 (4x8) Handhole
with frame and cover

Ground lug
opposite handhole
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Cast iron bolt

%/T:overs (4 req'd)

3.6 m typ.
(12)
2.4 m_(min.)
- 8" -

5.5 m (18" max.
5.0 m (16" min.

Highest point
of pavement

Surge protector

Pole X3
\ (metal oxide
/_ varistor type)

2 - 1/c No. 12 XLP
- use cables to /

luminaire

2 - Pole fused
disconnect, unless

single pole type is \
specified.

Pole
ground lug

IE

]
%
\

E_I

Removable
cap

POLE BASE DETAIL

150 min.
EELILULLIY
6)

190 min.

Pole handhole

Bolt circle
as specified

| 50 (2) min.
[“stainless steel mesh

Leveling
< | | nuts

ANCHOR BOLT DETAIL

All dimensions are in millimeters (inches)
unless otherwise shown.

DATE

REVISIONS

STEEL COMBINATION

1-1-97

Renum. Standard 2391-3.

Mast arm length | Bolt circle | Anchor bolt size

49 m thru 8.5 m 380 40 x 1,500
(16’ thru 28') a15) (1.5 x 60)

91 m thru 16.8 m 450 40 x 1,500
(30" thru 559 (18) (1.5 x 60)

MAST ARM ASSEMBLY

AND POLE

2-1-95

Moved G.N. to Specs.

Added height above

STANDARD 834011

pavement crown.




